INSTALLATION

GUIDE

Simply
DOORS &
WINDOWS

It does not matter if you install the cassette or the rail first,
but usually the cassette is attached first.

1 Place the cassette to the fitting
and fix cassette to the surface. The
use of Silicane, bolts, or double sided
tape is the choice of the installer.

2 Once the cassette has been fixed
and fitted into the window/door
frame, pull the screen slightly and
gently place the guide (attached to
both sides of the handle) to the rail's
groove. Then push it into the cas-
sette's grooves affixing it into its po-
sition. [f you push the rail in with too
much force, the PV C film at the back
of the mesh may become creased
and hinder the screen's operation.

Checklist for malfunction

In the case of crasad PVC film, it
is recommended that you cut the
folded part up to the screw in the
middle.

3 Install the rail on each sides.

4 Ppull the screen tight to the end
and check whether the screan is op-
erating smoothly. If the rolling spead
is too strong or too weak, adjust the
tension in the spring by turning the
plastic screw at the right side of the
cassette. Tum clockwise for strong-
er tensions and anti clockwise for
weaker tension.

5 Fora smoother operation, spray-
ing the rail grooves with WD40 is
recommended.

6 Finally insert screws and bolts in
designated places.

1 Check whether there is enough space by moving the screen to its full width (from left to right) and to its full haight
(Top to bottom). Distance between the two rail should be the same as the length of the cassette.

2 Check whether both rails are in upright position.

3. Check the PVC film attached to the back of the handle is bent or creasad.

4. Spray silicone spray (Do not use WDA0) along both guides of the rail.



